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A estrutura TEX WAVE TUNEL é a solucéo ideal para as suas feiras

INSTRUCTIONS . . X
. pois cria um excelente ambiente ao seu stand.
Tex Wavew PRODUTO : TEX WAVE TUNEL The TEX WAVE TUNNEL structure is the ideal solution for your trade shows
PRODUCT : TEX WAVE TUNNEL as it creates an excellent environment for your stand.

FABRRIC TENSI|ON

Produtos TEX WAVE TUNEL
TEX WAVE TUNNEL PRODUCTS

Area da Impressao Total: (mm) (LxA)

Total Header Area: (mm) (W x H) 7580 x 1000 7580 x 2200
Area Visivel Principal: (mm) (LxA) Saco de transporte
Total Visible Area: (mm) (W x H) 7360 x 900 7360 x 2100 Transport Case

Estrutura montada: (mm) (LxAxP)

Assembled structure: (mm) (W x H x D) 3200 x 2400 x 1000 3200 x 2400 x 2000

Embalagem: (mm) (LxAxP)

Package: (mm) (W x Hx D) 810 x 120 x 450 810 x 120 x 450

Peso aprox : (Rg)

Approximate weight: (Rg) <0 Kg <10 Kg

MONTAGEM Encaixar os tubos: Montagem da Estrutura:
. Fitting the tubes: Assembly of Structure:
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Para facilitar a montagem, comece por unir os tubos das duas
laterais do tunel (1 e 2) e depois finalize unindo ambas as laterais
J com os tubos centrais (3). Para colocar o tecido na estrutura, deite
o tunel (4) uma vez que o fecho encontra-se na lateral. Comece a
aplicar por uma das pontas tendo em conta as aberturas do tecido

Monte a estrutura encaixando os tubos de aluminio conforme indicado na imagem, seguindo a préprias para os pés.

ordem dos numeros que se encontram marcados nas duas extremidades dos tubos. Depois da To facilitate assembly, begin by joining the tubes on the two sides of the
estrutura estar montada coloque o tubo central. tunnel (1 and 2) and then finalize by joining both sides with the central tubes
Assemble structure fitting the aluminum tubes as shown in the image, in the order of numbers that are labeled at (3). To place the fabric on the frame, lay the tunnel (4) as the zipper is on the
both ends of the tubes. After the structure is assembled place the central tube. side. Begin applying by one of the tips taking into account the openings of the

fabric proper for the feet.
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